Specifications for the Spice Wheel
Material Type- SAN (Styrene-Acrylonitrile) Clear, Odorless, and Tasteless

Size- Approximately 5.5 in. in diameter cap to cap and 1.125 inch thick.

Empty Weight- With caps included, about 130 grams (6.3 oz.)

Deterioration Temperature for SAN- 106˚C. or the deflection temperature under load (ASTM D648) at 264psi tested on a 1/2” sample is 93˚C.

Capacities of the Eight Compartments- 


-The two 60˚ (larger) compartments- 3.86 Cu. cm. each. (.84 fluid oz.)


-The two 30˚ (smaller) compartments- 1.70 Cu cm. each. (.37 fluid oz.)


-The four 45˚ (medium) compartments- 2.80 Cu. cm. each. (.61 fluid oz.)

The subtotal of the capacity of all of the containers is 22.32 Cu. cm. (4.87 fluid oz.)

Each neck also has a volume of .76 Cu. cm. (0.17 fluid oz.)

The grand total of the volume for all of the containers is then 28.36 cm. (6.2 fluid oz.)
Openings- Each opening is 24 mm.

Caps- The caps are constructed of high strength polypropylene and have a LDPE lining and screw on.  There are also eight snap-on sifters included for liquids, powders, and flakes, pictured below.  These sifters can snap on and off all of the openings.

Sifter Attachments:
 Four (Powder); Two (Liquid/Fine Powder); Two (Flakes)

(See below)
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